шоихип` 
‘A #26 vs Ти Road, ara Hi рамы dusty Pat 


Tren бта Sma Jo For Cs 
ponetur om 


1809001:2015 


18014001:2015 


@wouxun 


М | Duplex Cross Bar 


USER'S MANUAL 


UV Dual Band Mulitunctional Two-way Radio 


ind Repeater 


Thanks for buying the transceiver. 

This transceiver offers latest design, enhanced features, solid 
performances and easy accessibility. We believe you will be pleased. 
with the high quality and reliable features for all your communication 


needs. 


READ THIS IMPORTANT INFORMATION ON THE SAFE AND EFFICIENT OPERATION BEFORE USING 
PORTAALE TRANSCEVER, 


lonten — — — ——— RD 
Installing Before Use 
Getting Started 
‘Description of Features 
Specifications 
Description of Functions 
‘Mutt! Operation Modes. 
Shortcut Operation Sheet 
How to Operate: 
Step Frequency (STEP) — MENU 1 
Squelch Level (SQUE) — MENU 2 
Power Saver Mode (SAVE) — MENU 3 
Transmitting Power Selection (TXP) — MENU 4 
вери мл Transmitting Prompt (ROGER) — MENU 5 
Time-out Timer (TOT) — MENU 6 
VOX (VOX) — MENU 7 
Bandwidth Selection (WIN) — MENU в 


Volee Guide (VOICE) — MENU 9 
Transmitting Overtime Alarm (т0л) — MENU 10 

Beep Prompt Function (BEEP) — MENU T1 

Display Language (Language) — MENU 12 

Busy Channel Lockout (ВО!) — MENU 13 

жап Mode (SCREV) —— MENU 14 

Receiving CTCSS (TQ — MENU 15 

Transmitting CTCSS ТСО — MENU 16 

Receiving DCS (t DCS) — MENU 17 

Transmitting DCS (065) — MENU 18 

сашмтх on Side Key 1 (PF) — MENU 19 

SCANILAMP!SOS-CHTELE ALARMIRADIOIDISABLE on Side Key 3(PF3) — MENU 20 
Working Mode Switch (CH MDE) — MENU 21 

Auto Backlight (ABR) — MENU 22 

Offset Frequency (OFFSET) — MENU 23 

‘Frequency shift Direction (SFT-D) — MENU 24 

‘Stopwatch Timer (SECOND) — MENU 25. 

Channel Name Edit (CHNAME) — MENU 26 


2926 
2527 
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Channel Memory (MEM-CH) — MENU 27 
Channel Delete (DEL-CH) — MENU 28. 

Scan CTCSSIDCS (SCN-CTC) ~ MENU 29 
Power-ON MessogePONMSG] === MENU 30 
Mute Mode (SPMUTE) — MENU эт 

Caller D Code Switch (ANFSW) — MENU 32 
Caller 10 Code Edi (ANHEDIT) — MENU 33 
DIME Sidetone (DTMEST) — MENU 34 

Keypad Autolock (AUTOLOCK) — MENU 35 
Priority Channel Switch [PRI CH SU) — MENU 36 
Repeater Setting (RPTSET) — MENU 37 
Repeater Speaker (RPFSPK) — MENU 38 
Repeater PTT (BPTPTI) ~ MENU 39 

‘Sean даа (SCAN-ADD) === MENU 40 

Single-Tone Pulse Frequency (ALERT) — MENU 41 
PITIO Delay (PTT-DLY) — MENU 42 

PTT Caller ID Modes (PTT-D) — MENU 43 

Ring Time (RING) — менига 


жоп Channel Group A (600-4) — MENU 45 
Scan Channel Group В (SCC-8) — MENU 46 
Repeater Receipt Tone (RPT TONE) —- MENUA? 
Saving Scanned CTCSSIDCSISC-OT) ~~ MENU 48 
Mute Setting on Sub-freuqency (SMUTESET) — MENU 49 
Selective Call Code Group Setting (CALLCODE) — MENU 50 
Roset SettingRESET) — MENU 51 
Setting BackightBI- LIGHT) MENUS2. 
Radio Storage(RADIO-WR) —MENUSS 
ScrambertSCRAM)—MENUSA. 
Compander[COMPANDER) — MENUSS. 
BocklightCOLOR) MENU 56 

Detailed Instruction for Some Important Functions 
АП Cli Group Calls and Selective Calls 
Repeater Usage 

Troubleshooting 

Announcement. 
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т install remove batterypack 
The batterypack в not fuly charged before leaving factory: Please charge it before use 


> Do net гу te remove be сы бәт есу 


T. Please атп the batterypack atthe back of ле ascen and ten Push р and prs down he 
batterypack to ос the release latch. (PICT) 

2. tf you want to remove the batterypack, pus down the lease ateh, and the batterypack wil be 
released trom the transceiver. РС) 


у 
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Getting Started 


Description of Features 
Duplex Repeater (VHF to ИНЕ or UHF to VHF) 
Duplex Work Mode (TX on one area while RX on the other area sirmitaneously) 
Dus Receiving ВХ onthe some derent bands о! AAB ates теле 
Large Coo Sereen 
Dial Display 
Dual Band Орау on Large se 
%. Frequency Offset and Direction Programmable in Repeater Mode 
URSI VF ог VHF/UHF Сто Вап Repeater 
ју. 999 Memory Channels 
В. Strong and Stable Output Power 
5. QU/DGT Encoding) Decoding, QT/DQT Sean 
do vox 
11. Мын Definition for Sidekeys 
1. Incoming Message аршу 
Cater аршу 
эз. DIME encoangadecodng 
(AI Cl, Group Cals And Selective Calls 
15. SOS Function 
06 Poy Sean лево 


o2 


те Wide/Narom Bandwidth зва 
19. Voice сиве Crate Engl 
20. Chinesetnglsh завел Display 
‘sng Найди лана 

22 SnglTone Pulse Faquency:2400Hz/1/5OHz ОООНЫЧАВОНЬ лил for activating repeater) 
23, Revere Frequency 

24 Stopwatch 

25 Scrambler 

26 Setting tor Backlight 

27. Compander 


ion 254/12 эко 


‘Specifications 


Description of Transceiver, 
LCD Display 


‘There are various indicators disi on the sereen when powering оп, Please reter the below table to 
езт what the eat stand for зен 


Payor annee 
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Затта ex gems 


42977005095 
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=== Мате рта 
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LCD аеру 


а |= 


Number koy- 


у ж = 


5. syn key can sites up/down гон. 


=| 


Koyooacd ick koy 
po 


пота thay 


Programmen! Teese key 


Биртоп port 


Program koy pe 
Program oye 


Note: Following functen wo program kay 
(Al art ON/OFF. Emergency mods ON/OFF, Нуун power select Mentor, Temporary desten of 
Pese channels. One-touen 1-б, Reneat/Texareund, Seen ON/OFF. Encrypt ON/OFF VOX ON/ 
(OFF, Suteh arc, Battery voltage cator, Lene worker ON/OFF, Fashight ON/OFF, Enit eal 


Description of Functions 


‘Multi Work Modes 
ја Normal transceivers communication mode 

b. Draconal ross and repeater mode or two way cross-band repeater mode 

Note: Work modes car be switched via I «y 

1. There are A and areas on the LCD screen to display two ande status. The mastar band swith 2 
>л "MAIN" on the top right This В an important sign, since all he below operation instruction are for 
‘he master band. The band without на sign s caled "б-а" 

2. Specteatons on AM bands сал be programmes sepe. Please set the Бапа that you want to. 

rogram any specifications into as the master bana fist: 

З some functors are по! alowed to be used under directional ms and repeater or two way cross 
and repentar mode 


Basic operation 
m Quick Search 
(Short press E. or key to search the desired functio parameter during your setting, while 
ong press to quick search 
B DTMF encoding 
Thi transceiver has DTME encoding. By pressing the right number key оп transiting you can chocs 
ов 


the ри DTMF tone which you want ta TX. Number ey ала corresponding DTMF encoding are as 
[и 


eremi] [АГ [= [5 
(св јевјевјев] о |_ | [21] - 
СЕС || = ERE 
Пав се азоо] ER ER ERES 


Setting Reverse Frequency Function 

When the reverse trequency function Б actuited the transmitting and eceving frequencies canbe 
exchanged. And the CTCSS/DCS encoding and decoding can also be exchanged. 

How to operate reverse frequency function: 

In standby mode, long press В tum co the reverse frequency functon long press звал о 
КЛ 

Working Mode switch 


Two work modes:VFO Frequency) mode and MR(Che nee mode. Three different display manners 
for MR mode 


A Channel МО 8. Frequency Channel МО. С. Channel Name 
Js айне to switch between the frequency mode and tne алге mode manualy or via the 
programing software. -you want, you can set the password for the mode switch. 


VFO/MRIrequencj/ Channel ste) switch в indicated as fošomng: 

уко — Фе мила NO) — $» Mi Frequency + Channel NO) e MRChannel Name) 

^ i 
When you set password for switching work mode, press D. LCD screen dla please 
Input the сопе password and press CID. If inputting the wrong password. the ware made switch 
can pot be workable. Password олу can be programmed ма supplied programming software. 
When the password Б made up of ful "ZERO", the work mode sth does not require password. 


Wire Clone Function 


Tins те ato Torso SORS 
2 Powering оп трт алки 


ен Pr af source transceiver, and power | {ED Foes oun cate of ce cong 
Mio | опт sme tine у ы 


e | лед of ie source rao fates те |" 


long seats 


ию ashing re daring dening. 
60 гет ой п ме of eure! cong 


eer neato Far 


Target Facer 


destar s off wher 


pete солир 
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How to use the intelligent charger 
‘When the battery power is low, the transceiver ий асінае oce guide, and prompt ОГ n every 5 se- 
p 
insert the AC plug into ott (AC-9-240V) the charger indicator flashes once. That means the cha 
ий isin standy. 
2. insert the battery Into the charger, the RED Indicator continuously flashes. That means the charging i 
on the progress, 
While the GREEN indicator continuous fuses. That means the charging s complete. 


D> When senting the exhausted battery into the charger, t wi pre-charge te battery in tricking 
Mode, the RED ight af charger flashes and lasts 10-20 minutes, ten start normal charger wit 
RED ight keeping on, wd tum to GREEN when у charged, 

» Ticking charge the exhausted battery s to protect the топ battery. 
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How to Operate 


Step Frequency (STEP) — MENU 1 — 
Jenny pe с Q8 етеп гару, 
о ente press EB Rn lhe o 
(з oum tcd 

ie rr seas ecb ers Бани а бок 
Boot 6250 оон. оа, 25 0004. ож and пож 


== 


sep then press GEB to confi, finaly press 


Squelch Level (SQL-LE) — MENU 2 

quee evel в about when the signal вэл enough to turn on the squelch function, and whe its 
жек enough to turn ә You тау hear the voice from the loudspeaker when ting ON the зин! an 
пасте the same зла Кот other tans. Higher leve поке harder to receive the weak ira, 
whl wer ev wil be interfered у тое andor лиле signals 

In standby, press QE +E the screen displays 

Press CD to entes, ross / M to select the егей cuc level then press €I to corfum, 
ry press B to return o standby. 


та 


"9 The оюк кунбу tarte has -3 enia nd leve a means tur ће fon 
теди енн те ино не bo коли eint egal rdi 


Power Saver Mode (SAVE) — MENU 3 

When the power aver functon в ON, the receiver circuit wil be cut ff for a moment, and then 
re-activate to detect the signals fora while, їп order to reduce the battery capacity consumption! 
\с standby, press RD BB the sereen splays 

Pres EB lo enter shows ON, press E / KB УБЕЙ Turn ON/OFF the power saver funtion, 
Pres EEB to confere, and then press BE o return to standby 


Transmitting Power Selection (ТХР) -~ MENU 4 
In frequency mode, press ip (B) the screen displays (se 7 
Press CD to enter, shows HIGH, pres BIB / to sec HIGH/LOW power, then press CID to 
contem finaly pres ДӘ ta return to standby 


E] 


Transmssion Prompt settings (ROGER) — Menu 5 
en the transceiver saraby press he CE + B keys and he screen wil display 
Pres the key 1o access the menu, and afler pressing tet / keys to choose the required propt 
ode, press the CB ey to ta contin, ог he ey to retum to 

The transceiver features 4 kinds of prompt BOT (beginning f transmision), EOT (end зло 


BOTH teginning and end of tain), and OFF (prompts desctvted 


Time-out Timer (TOT) — MENU 6 

Thi transceiver can be setin 60 levels wt 15 seconds each, between 15 and 900 seconds 
ја standby. press СЕВ + С), the screen disptays 
Pros шз to enter, press E / EM to select the 
pres E to return to standby 


level, Pon press GEB to contin aly 


Vox (VOX) — menu 7 
In standy, pres + GBD, тестеп анау (22 7] 
Pres GEB to enter, press EM B to select VOX evel), hen press СЕВ о суйт, fal 
pres Ша to return to sandy 
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The че еен f VOX se бе hr vane к needed. 


Bandwidth Selection (WIN) — MENU 8. 
in sland, press CD + B le screen pays 


Резо enter, it shows WIDE, press E / БА to select WIDE/NARROW bandwidth, then pres 


EED to contemn, finaly press EZB to return to standby. 

There are two bandwith for option ИЕН: and МАЙЯ:12 56Hz 

Voice Guide (VOICE) — MENU 9 

Jn standby. press CED + GBD. the screen вера 

res CD to entet, press RE ЖА to select ON or OFF , and then press take to 
pres ED to retur ta ancy 


iem, fra 


EI 


Transmitting Overtime Alarm (TOA) — MENU 70 

je sordby pres GEB + BB @ the sen displays [1 

pres the CD key to access the men, and after pressing the RE / WA keys to select the rie ine, 
pres the IB key to confirm, andi the GI key to return to standby: 

TTOA has a masimum length of 10мсопё, enh level correponding to осоо. OFF: Deuce TOA 


Special Reminder A 
>» Vinen the transmisnon exceeds ne 
isin s stopped automata. 


me-outtner set tme, a error tne wil rom, and tae 


Веер Prompt Function (ВЕЕР) — MENU 11 
Jr standby. sees GEB + (BB (EB > the screen pays 
Press ID te entes, press M / EM to ыл ON/OFF the besp prot unction, then ress CEB to 
лт, бшу рген о return to standby. 
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Display Language (LANGUAGE) — MENU 12 
наму press шш (В ӨВ teen dy [77] 

Prens ID o setes нента pos / Sea destred language, ad en pen QE 
bo confir, peso return to standby rode 

Tes Optoms CHINESE ana ENGLISH 


Busy Channel Lockout (BCL) — MENU 13 
Je equency mode, press ЕВ + IB E the screen displays [ 7 
res GEB fo enter, press RE / B to select ON/OFF this uncon Thes press C to cont finaly 
press EI to return to standy 

Note Ths uncon is invald а cross band repeater or repete transmitter modes 


Scan Mode Settings (SC-REV) — Menu 14 
ien the елиса а standby, press he B CEB. keys эл4 the sereen w display 
res the Dey to access the тели, and alter pressing the Р В keys to select the required set. 
ing, press the CD key to conte, and the (Bie to retur to standby 

те transcener has 3 scan modes TO CO and SE: 


= 


TO: after fang а arie wave signal, scanning wal continue if na рима are carer out within 5 
IO: scanning Wit stop whan а сие wave signal has been Kaundand scanning wil continue the 
оше wave signal lost З seconds 


SE scanning wil stop when а carer wave ina is found 


ЕІ: 


Receiving CTCSS settings (RX-CTC) — Menu 15 4 
ene vencer sandoy реза са tad he saren wit (177 7] 
Pre te tac e renard и peng a Канча бе CTS you 
tees Qe t sn 

Fae cress tas ишш орои, art hon 670162542. OT Desde 
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Transmitting CTCSS settings (D-CTC) — Menu 16 
bon the transceiver standby, press the EB + В CB keys and the screen wil display [== 7) 
Pros he Ее) to access the тели. and after pressing the EIB / @ key to select the CTCSS you 
зе. press the Dey to confirm, and press the Bey to retum to standby 

CICSS has a total of 5 groups, ranging from 67.0-254:1Hz. OFF: Deactivate 


Receiving DCS settings (RX-DCS) — Menu 17 


сх: 105 groups of pastve code, 105 groups or: 


negative codes, ranging from DO23N 0754. 


When the transceiver в standby, press the cm + (B EEB keys and the screen wil slay 
Pres the key to access the menu, and after pressing the E а key to select he DCS you dest 
үе. press the GEDkoy to confirm, and press the B key to rem to standby. 

DCS: 105 groups of postve code, 105 groups of negative code, ranging from DO23N 007541 

OFF: ранае 


Transmission DCS settings (TX-DCS) — Menu 18 
Wen the lnscr stands thecam (B ЕВ keys and the screen а spay С 7) 
pres the cB ey to access the тели and after pressing the 9 а key to select the DCS you des- 
Üre press the key to confi, and press the GITD key to retam to standby: 


~ 
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DCS (potus code 


 CALLIVFTX on Side Key 1 (PFI-KEY) — MENU 19 
Instn, наш CBD he oe han: 
rent access е петь pes РВ / KB fos е oe yu ee And then press СВ to 
olim nd pres tr ta standby 


тиз options: CALL Selective Cals) and VFTX летаю оп Sub eruere 
‘Selective cal codes are programmed ws supped software 


= 


SCANLAMPISOSITeleAlormRADIOIDISABLE on Side Key 3 (PF3-KEY) — MENU 20 
În standby. press ОШ EB D te screen spas 

језиво access the menu, pres / о select the function you desire, And then press ED ta. 
enm pres 

Ух эрбол: SCAN LAMP SOS, TeeAlem RADIO and нава 
Different operations according to derent functions: 


to return to standy 


SCAN: Activate the sean funcion. 
Jn standby. press PF3 to access scanning mode can mode can beset via MENU 4-Scan Mode Setting), 
hl press any key to stop scanning 

LAMP: Activate эт function: 

jn standby, press РР to acute lamp func, wie press РЕЗ again to deactivate 

505-CH function 

In standby, press PF3, the speaker wil prompt alarm after 2 seconds, and the radio wil ans alarm 
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> Each alarm lasts 10seconds, and after 5 minutes, Ihe alum wi re-activate, Press any key lo exit 
the tanto, 


Гати; Activate eate lum funcion 
Jn standby, press PF, the speaker wa prompt alarm and transit ANI ID code литье “10% 

Press PTT key teat 

RADIO: Activate the FM radi Милева. 

A. Activate F rado: = 

Ín standby, press РЕЗ to activate ЕМ rado. The sereen displays =), press (то access Нм. 
айо function o automaticaly search FM radio. The search wil utomataly top whan receing FM. 
Tad. 

FMA radio wil be received on the searched frequen 

| дид FM rade Frequency 
Jn rado mode, press РБ the screen display ("= haid on for 2 seconds, the sereen 


өш» [> }л вок рш tbe Fh ado frequens 
rm 

Press PF3 again to ext FM radio function. 

29 


3) When FM ade в асіне curent equency or channels sti in standby. After recog the sig- 
тав, the transceiver retums to vanseever communication mode, After te sigral disappears for 
seconds, the transceiver returns ta РМ rad, ftr seconds when presang PTT key o nen 
the аланы retums to НМ radio automatica. 


Working Mode Switch (CH-MDF) — MENU 21 
Jn standby, gress emmm + ШЙ QB the sereen display (ooe 
Pres ID to enter, press gr РЕЈА to select mode the press OED contin, press EET t retum ts 
standby. 

This аламе has two opos for the working mode 

|. Frequency подана) 

2. Channel mode 

Ther are three channel display selections in channel mode as ойон, 

9 Channel (CH) Frequency Channe number (CH FREQ) ® Chane! name (МАМЫ 


Dy The passward for the work made sich is programmed оу via the programming software. 
3» The passward is consist f 6 characters, while 000000 means no passer needed forthe 


‘Auto Backlight (ABR) ~- MENU 22 Е 
În standby ies c + ВК e sereen display [7 

Резо enter pres Ж to select басен uncon, Pen press conim, pesi 
return to standby. 

‘Always Acivate 

15-205: Set he lasting tne af buche 


Offset Frequency (OFF-SET) — MENU 23 
In standby, press GEB + EB BB a the screen display [77 
Press CIB to access the menu, press В / KZ to select to parameter you desire. and then press ЖШ. 
чо conf, press ШИ return to standby 

Offset frequency range -599 995b. The hand frequency point depends on the programmed 
зар намете. 


Frequency Shift Direction (SFT-D) — MENU 24 
in standby, res 2+ E (B The sereen diay [то 7 

Pres ED ta enter, press E AB o select the ded Frequency shi direction, hen press о 
firs, press EB return to stanby 

There are three sections for the requeney shitt recon setting: 


(Pss 2, which means that the transmiting equency а higher tan the receiving regency, 
P Mini shit д, which rea ha the raring рат В Кине than the etching frequency 


3» When offset frequency is aut of the alowed atiset frequency range. the transceiver can nat ta- 
тти. In this case, please make sure ће оне! frequency and receing frequency is hin the 


Stopwatch Timer (SECOND) — MENU 25. 
Pn standby, gress amm + B8 GBB, The sereen display [> 
Pres сво enter, W/W to select ON/OFF ten pes ED conn, press E to standby. 
sing the stopwatch tne 


a 


When ths лева в ON, press GE to start counting, while press any key to кор working Pres (B 
again to re-start counting. 


= Pes any ey (except GB) when the stopwatch stops working to на stopwatch function 


Editing ә Channel Name (CH-NAME) — MENU 26 
Channel names can олу ве edited in channel mode, зге ony the name ofthe present channel an be 


‘edd this operation i ineffective in frequency mote. 
Позаду pres + Q0 Gb keys an the sereen wil display 
Press Bto access the menu, and the irst gt wil ach wien indicates that hs itis being site, 
Press EE to choose the reguired character, press ВС to edit the next character pres GEB to confirm, 
and then press ato return to standby: 


3» Channel rames can be пати of В characters lng. 
Э 2 When all characters are empty, the channel wi be displayed on the screen as МО МАМ" 


Memorize Channel (MEM-CH) — MENU 27 
ү channel mode or standby, press CD + BB B the sereen displays [77 77] 
Press pto access the menu, press WE / ЖА to select She destred channel order, and then press 
to memorize with voice prompt Press to return to standby: 

When the transceiver is in channel MA) mode, the parameterstencept channe! name and scan ading) 


Wil be memorized into the channel 

When the transceiver in treguenc tV FO) made, you can program all the parameterstlregueny, offset, 

обун directions ste inta the channe! to memorize 

trompe 

Marmori the parameters: Receiving reuency 450 05MH, пее CTCSS 67 OH, transmision, 

Frequency 460 025МНе into the Chane! NO 10. 

трии: 50 ОМ to the азан in freguency(VFONmode, press I+ (В CB to access 
rectvng CTCSSIDCS seting, press E 7 СА to select 67 Она, press CE to confirm 

2 Pres GED + BN CB to select the обе frequency 10004, press ОВ + BIB QIB) to set the 


3 Press CB + EEB B to access channe! memory, select CH-010 and press GHB to тетолге the 


channe! and return to standby. 
| standby. res + B) EB to acces charnel memory, the sereen displays 


безге chanel number orderly and then press IEB to contem 


» When the selected channel а егиу о any parameter, he characters af the channel nu- 
тнв bue, while the selected channel а with the memorized parameters, the characters of the 
channel number dried. 


Deleting a channel (DEL-CH) — MENU 28 
In standby, pres ШШ + BB GEB the sereen wil isplay | 
Pres ШШ! aces the menu, press з РСА set the anne you ish to delete or manualy in- 
‘putting the channel number. res B to confirm and the (EID key to return to standby 


| Special Reminder A | 


> латте can rot be deleted. 

>> When the selected channel is empty (thou any parameter), he characters of the chanel nu- 
тэш в эше, while the selected channel з rt the memorized parameters, "he characters ot the 
channel number is dark rea. 


CTCSS scanning (SCN-CTC) — MENU 29 
This function is scanning te programmed frequencies or charnels with CTCSS/DCS or not When the 


(CICSS/DCS are not compatible with the one you are going to communicate with, it stops the regui 
res Em + BIN E. seen вузу, (079) select CTESS or ocs, 
then Press ID o conem and start the sean 


In standby, 


Special Reminder /\, 
tee caer ceed on the scanned equ ar chanani, the uncon ot che, 
> pls use thew EB to change the direction for sang 
> t stapes on the frequency or channel which programmed with CTESS/OCS pls press GIB to 
save by yous f needed. Pis press Bo continue to sean the пей ебите oranti 
not needed 


Power-ON Message(PONMSG)-—-MENU 30 
Jn Standby, press tah BIB. te sereen displays ( 


= 


he pres to return back to the standby. 
МАР: реше 
вт Votage 


Mute settings (SP-MUTE) -— MENU 31 
standby, press + BB B the screen displays 
Pres CB to access the тели, and after pressing WEB О choose the required mute mode, press 
з te corem, and press Qt return to standby. 

онай settings set е conditions which determine when the speaker shall be tumed on, these settings 
[ste used during selective calls, group сё and al cals: 

re transceivers mute mode include: 

QT When the transceivers set to this mode, al signals on the same ОТ Frequency wi activate the 
Speaker 

ате DTMF: ony trose signals whic both забіу the requirements o QT and whose DTMF carrer wave 
Эта aso match te transceiver wil activate the spake in ths mode 

'от"отмЕ When this mode is active, oniy those signals which either meet QT requirements or DTMF 
requirement wil activate the speaker. 


Caller ID Code Switch (ANI-SW) — MENU 32 
In frequency mode, press CD + EI BB The screen diy 
Press ED to enter press QE M to select turs ON/OFF and press CE to conr, press EEB it retur 
to standby 


Editing Caller ID Code (ANI-EDIT) — MENU 33 
Tre опа Cater ID code is composed of he arabic nameral 0-9: the fist digit cannot be 0, and 


(0 numbers can be as short as 3 digits and as longas 6, 
| standby, press + CB EBB. the screen displays 
Pres OD to access the тети, and after inputting the педале! тате press CED to confi, and E 
key to retum to standby 

Example eng а6-ёр1 АМ! ID codet123456) 

n standby, ress + I GB the screen displays 
‘er pressing IED key, the frst digit wil flash, then Input пе тебине valve 123456, 
ен NB to conim, and press EB to return to standby. 

Example Zeng a 3-A Caer D code(123) 


Ir standby, press ЕВ + EIB BY. the screen displays [7 7) 
‘Alter рент ДВ. i Caller ID eode has beer already put lie displayed, and the ен бй ий 
Hash. no Caler 0 code has been input, 101 wil be displayed, and he fst digit wil ash Input 123 
atte same бте, press В to conf, press to return to standy 


Special Remi 
> Each таман can have опу one АМ! D code, wich shed y Area A and 8: 


der /\ 


DTMF Sidetone ( DTMF-ST) — MEUN 34 
In frequency mode. press cm + ӨШ EBB, The screen i (224) 

Pres ER to enter, press 8 Ба to select the ола store mode, and press ШЕШ to confirm, 
pres шр it return to standby 

The transceiver has the following DTME modes: Y DTST Keypad sidetone wil be activated when ran 
ming 2. ANLST AN ID code sidetone wi be activated when transmitting: 3. DT АМ. keypad and 
вен sidetone are both activated when transmitting, OFF: Deactvate dete function 


E] 


Keypad Autolock (AUTOLOCK) — MENU 35 
În standby, press amm + EI GB, the seen dips 
Press ID to access the menu, ress, MEM selec! ОМА сй тане О (Deactivate), and then press 
EB to confer, press GR return to standby. 

After activating keypad autolock function, the keypad wil be lacked automaticaly without any operation 
таласа: Hold an (B far second o unlock the keypad. 


> Manual odci standby, hold on ЁЁ for 2seconds to lock the keypad, haid on QI for 2 
seconds арал to unlock the keypad. 


Priority Channel Switch (PRI CH-SW) — MENU 36 
In standby, press ШШ + BB GB the screen ару. 
Pres ШШ to access, prets ГВ ЖА to select ON/OFF Ала Кеп press QD to confir, and press EI 


you wan to monitor tne ather frequency ала check the certain preferred frequeny at the sarne time, 
ou can set priority scan functo. 


{eve a the por scanned channels. Then te scanning arder is followings: 


pereo on a acoso osos] 


When ths transeeiver detects signal on the priorty channel during caning, wl on а fequeny. 


lesse program the printy channel vis KG-UVAE programing software 


Repeater Setting (RPT-SET) — MENU 37 
This transceiver 2 repeater seting залазе 
(CORP Directional cross-band repeater mode 
2OCWRPT мо way cross-band repeater mode 


Special Reminder / 
> п cross-band repeater mode, if the channel or frequency set the reverse frequency, offset requ" 
enc, or offset direction. its vansrmiting frequency would out of the transceiver’ frequency, he? 


Master frequency and sub frequency for repeater should be on diferent bands. (For example, master 

Frequency ls programmed on VHF band, and the sub frequency shouid be programmed on UHF band 

Рт (Directonal асове Бапа repeated: The master РОЗ receiving fregvency в the cross-band rec 
емиз receiving frequency, and the sub VEC transmitting 
frequency the cross-band transmitters transmiting frequ- 
eny. 

ЈАТ (Two way пола repeater: in standby, both he master and secondary VFOS are recevers, 
Whichever VFO receives an effective arir-ave signal, he 
other VFO ий be the transmitter and start transmitting. The 
"roster and recever в unfixed under two way cos band 
repeater mode. The frst received VFO is receiver and relativ- 
Фу the other оле s vansmitter 
After accessing cross-band repeater mode, the opraton of 
тем /залапавоа frequens, CTCSS/DCS encodagh 
decoding are the same as the transceiver sin tanscevor 

2 


го Operate а К 

m€— 

ampi 

вебе accesing ross band repeater mode, А area is in channel made The receving frequency and 
CICSS/DCS in cos band repeater mode are the same with the channel in алеу. 
After B area receives the effective signal, A area starts transmission, The transiting Frequency and 
ICSSIDCS cos band repeater mode are the same with the channel in А ares, 
M setting reverse frequency function, the nsmisionteceing frequencies and CTCSS/DCS wil be 
reverted, 

| Before accessing sos band repeater mode, A area я л frequency mode The recehing frequency and 
CICSS/DCS i cos band repeater mode are the same with the setting in standby 
Ater B area receives the effective signal, A area starts tranenission, The receiving frequency and CT- 
CSSIDCS im crost band repete mode are the same with the channel А aren: 
M setting reverse frequency function, the rnsmisiontreceving equencies and CTCSS/DCS wil be 
reverted, 

To select if you wit open speaker fer the receiver in crase band repeater via MENUS АРТ SPI and if 

You would ie to hold on PTT key to альт in repeater mode vis MENUDS RPTPTTI But if you pres 


PTT key to vane the transceiver exits the repeater made tror. 


jn sant press D + 8 (B the sereen вара [227] 
Pres ШШ, press E / WD to eet the mode you desse, Вот pres Gin 


D> пока repeater mode, the screen wil display б. 

2 Зы ине communicato and repete meds a i'n stan, МИ са for 
2 seconds to switch the тобы. 

» in order to use the repeating well there is the Repeating Recept Tone which is set by MENU 47. 
The repeating receipt tone timely and effectively reports the working status ала increases the 
«боолу of repeating. 

» The Repeating Hold Tener Б used for avoiding to press or release PTT too frequenty in order to 
read out the message. When не receiver was released PTT, he old tme is able for the едыр- 
ent keeping transmitting for a whe during wating far response. If there ls no efficient QT/ 
рот detected within the hold time, then he transmitter wil release PTT. The repeating hod 
timers setting the hold time for the transmitter to keep transmitting after the QT/QDT receiv 
Ing sigra disappears The function s programmable by supplied software 


-to-Operat. 
Repeater Speaker (RPT-SPK) — MENU 38. 
Instant, pres + ЄВ QB, the эстет dii ( 
‘Press Do acoes, press ЗА to select ON/OFF Ала then pres ЕВ to confira, эте pre Е, 
отно 


Repeater PTT (РТ) — MENU 39 
Pid west ВОВ neenon (57 
Pes once, ps а / AEB o select ON/OFF And Ven pes Co conim and e E 
ortum ond 


Scan Add GCAN ADD) — MENU 40 
Е 
| 


Single-Tone Pulse Frequency (ALERT) —- MENU 41 
‘Sone o the relay stems дей for ај опе pe transmission need 
tate, a repeater ahead active, however, hs signal is not needed The following pulse signal feg 


уђе лога pudse signal to ae 


ences ean bu selected. 1730H, 210M 000 ad Оне 
печад press amm ОВ (EB, the sereen spas feer 7] 
Press Шо seces, pess Mo select the paneer у deste and then res GEM of, 
pres teen вашу 

Попал mode, тез 12 о пиши thee iita pu Перту 


MENU 42 


Caller ID Code Transmitting Delay (РТТ. DLY) 
залау pres (В EB), the soreer diy 
тч aces, pes W/o зена the you wat And then re Co conf, and 
presto тул to stando 

This detay tie can be set 00-3000, ЗО evel wi тортик 


Caller ID Transmission Mode (PTT-1D) — MENU 43 
instar, prese из (IB @®. the sereen display [ye 


to Operate 
ишао access, press В to select the mode you want And then press RD to contem, and 
ress to retum to standby. 

Thi can be set three methods, BOT (begin EOT fend), BOTH (beg Jend. 


Ring Time — MENU 44. 
је standby. res + (B (B the screen display (17 7 
Pres OID to access, pres RE ОВ o select the parameter you vat, An 
and press E to return to standby. 

This ing бте can be set 10 seconds, total 10 levels with 1 second. OFF:Deactivate the function, 


then press EB contin, 


Scan group А setting (SCG-A) — MENU 45 
The scan group sting are the way that a transceiver can divide the programming channels into differ! 
ent scan groups tw sean all channels in Group A 

‘Sean group settings are: ALL channel, as well as 1-10 individual scanning groups: 

In standby. press GEB «(B GB the screen displays (sc 9 

Pres tr / Жа to press CHD to conto, press GE 5 тїт 

Note Scanning group А setting is acte in A area. 


Scan Group B Setting (SCG-A) — MENU 46 

The san gos snp ac Re way Pala Vater ca did Ве орала hae io der 
[нап prog wlan dl nme n cop D 

Sew gon eir ue AL cane aea 10 vial scanning eos 

шан pes tam TE] 

поиз rs Ee pes E 

hearing зр tng s cive Bum 


Repeater Tone Setting (RPT-TONE) — MENU 47 
In standby pressan CBB. the screen display ( 

Pres GEB to access, press AIM / M to select the parameter And then press EB to confirm, and 
press IB to return to standbye 

TON: Activate the function 


OFE Deactivate the furcton 


Saving Scanned CTCSSIDCS (5С-ОТ) -— MENU 48 
Wen the transceiver isin CTCSS/OCS scanning, tere are 3 saving types to save the detected CTCSS) 


о Operate 
рез om the others to your transceiver: 

Ži save as your transceivers decoder and саде) 

вне as your гасне encoden ENCODER) 

S save as your олсен decoder( DECODE 5 
Wen the калоне а standby. res (BB Феја the sereen wlt spy ==") 
‘Press ED /& press ID, зна теп prs. 


Mute Setting on Sub-frequency — MENU 49 
Mat funcion s very pact, rec when he transceiver is i dil receing mode 

еза press EB (BB QI the soroen y (e 

‘Press GB ой then press ГВ позва The parameter you deste, and then press В 
Joanin 

OFF: Deactivate erc 

Галло оп master eqn, te есп volume ot sib-frequengy вон 

ях Recehing on тае een е reeking volume of sub uem 

пах: Botn тоел and transmission on master ree the receiving volume of sub- frequen is 
EI 


= = zm 


‘Selective Call Code Group Setting (CALLCODE) —. MENU 50 

n standby, press GEB + BB WB. te screen displays [5 

‘Press CQ o access the menu, press r / al to select the дезе selective call group number Press 
Gi to согип, and the злее returns to standby 

Selective cal code are with 1-20 groups for option. Selectve cal! codes are programmed ма supplied 
Software. 


Reset setting (Reset) — MENU 51 
Fonctonai Parameter пазе УРО) resets al functional settings to factory default values, but channe! 
parameters are not reset 

otal Parameter Reset.) resets al ot he transceivers functional settings and channel parameters to 
factory values. 

Jn standby press amm + B IB the sereen displays [= 7) 
Presse to access pres о select the parameter you dese and then press В to confirm; 
The sereen wi spay [зат 7 


After the transceiver зе ДРОГА). it wil restart and return to standby mode 


(о Operate 


Setting Backlight (BK-LIGHT) — MENUS2 
ја stanby. резо + (B (I screen display [ecco] 

Pres Eo enter the funcion, then press / To select the parameter and then to conem, 
while press Ito etum back to the standby. 

Love selectable for bakit setting: 01 ото. 


Radio Storage (RADIO-WR) -- MENUS3 
esd Radio Station: In EM Radio made, enter the menu to select the function, Were is 20 groups for 
Wire Rao Station: In FM Rad mode, enter the menu to select the function, there i 20 groupa or 
Пао, press Ca + GB E screen isplay! 
Press IB to enter the function, then press E БА o selec the parameter and then I собе 
ке press to return back to the standby. 


— —— — 
Scrambler (scram — menusa 

fs pea рихы ep cman 
nny oe se sr 
[cranes ue лшн. 


Yiental from other non-users 


‘Compander (COMPANDER) — MENUSS 
hiss for decreasing the voice squelch, ad К в у efficient for оп ter communication: 
үп standby, pres ов + ls GB, screen display (rome 7] 


Pres GBD lo enter the function, her pres E / BEAP to select the parameter and then ШЕ! confirm, 
vh press to return cet the standby. 


Thera s ON and OFF selectable, 


5 


= 


to Operate 


Backlight (COLOR) — MENU 56 

зарой to select diferent colors for the backlight of display, default color is Baci. 

Jn standby, pres za + QS GBB. display (som T, ten press HB to enter an select the colors 
by UP/DOWN. балу, press СЕ to confi or GI о ро bac to standby. 

‘tet: backlight is white, font is black, and icon is red. 

Witz: backlight is light bive, fant в dark bue, and icon а red. 

“Blacket: backight в shadow blac, font Is golden, and cons green. 

Baci: backight Бабе font в white, and icon s green. 


а 


Detailed Instruction for Some Important Functions — — — 


All calis, Group calis and Selective calls 
Thee ме Caler ID cade transmission, Cer 1D code et and DTMF decoding functions, Without the 
asustan af the other communication esuipments, the a as roug cals and selective cals are avad- 
эзе betwen te groups, 

Before using al ой узор cll and selective call function, you need to set as fowing: 

л. смело CODE edit 

Fach tance esame group should be edited a unique ANI ID code, 


самгїо CODE: ID--XXK Gps) ID — OKLA digits) ID-XO00045 digi) 1D- ховав) 


n x 200006 
T T T 
смео CODE Group NO. mark Unique Caler ID CODE. 


пак From 1109 gri, 
Mane 9 grips 


This how to set Caler iD CODE 


NOTE: Caler D Codes shouid be беген for the transceivers in the same group. 


E 


Steps are as followings: 
с 


me qu-[ amps = emm em? 


eee eene 


mag» ове (со eame Emo [mme ume 


ma LEN ihe ате group should be with the same frequency pint and parameter 


ја How to use ali calis funton: 
Hold on PTT key to transmit. After transmitting Cer ID Code. прш (BB + CEB keys геу. 
b. Ном to use group сай fncton 
Hold on PTT key to transmit. Afer transmitting Caer ID Code. input “Croup NO. (E + 8 
E How to use selective calis function: 
Hed on PTT key to transmit. Ater transmiting Сайа ID Code input the Caler D Code of the sele- 
аме vanscelver that you mant to speak to. 
Note: Selective calis available via selective cal tey. Selective cal code в programmed vla supped 
Software. Programming te same selective cal code af the selecte transceiver and Caller ID code of 
ве selected tance 


For example, Cale ID Code for the selected transceiver à 123456, selective call code for the selectve 
rarscever should be 123456 too. 


Repeater Usage 
“Repent PT swen aeta 
her easier s instando pres GEB 3 


Pres apto aces the settings, nd ater pressing Ihe а кеј to acvate ON he PTT anim 
56 


Bid the sereen sips ($7777 


tailed Instruction for Some Important - 


son, Press EB to confirm, and press the Eke to return to standby: 


ы e Пури рде АЕ 
кел 

а. 

erpe еы нуын дын кый е 
Е эң зс шали ныр иш Чай ины 
сос ше 


тобе when the warsconer sin standy, press CEB «EB (ZB and the 


Ext Cross-Band Repeater: In standby, hold (for seconds, the transceiver exit te ros band repeater 
(0) When RPT-PTT" is ON, pressing PTT o sp receiving or transmission in cross-band repeater mode. 


| 
| 


O 
Eepe | 

(2) When "RPT-SPK*is ON, any transcever in cross-bund repeater mode can receive the effective signals, 

bi "hedera did amt td et ни Un A анд ереди adn 
Sv ce hed пре oie Reni am hei rt 
Sr ed er nl ei oe sl a ee rae мн 
ara rece o leve cata wave rale ober are м be the tans and tart ane | 
pris 


57 


Before assuring yourtansceveis braken, please check your налвонуе according Lo the folowing 
taal; if the problem probem pests, you can reset the atscever which sometimes 


Fault 


‘Solution 


Fault 


‘Solution 


Reception prompt remas 
but speaker s sert 


> Check that the volume knob has been set to mamur: 

» Pease reset CICSS/DCS to check whether diferent channels 
om other group members have been set. 

> Check whether mute settings are corect 


Tan not enter sanning 


» Pene se the sean group channel, Scan Add function В turned on 


bar repeater 


> кезе make иле A эта on he cos band терем operating 
тешену. 


Kaypas is unresponsive 


> стей whether keypad tas beer locked 
» Check whether other keys have been pressed. 


тоа voices at trom 
group members appear 
in the cannet 


» Please change the CTCSS / DCS code. 


Tn andy automate 
transmission without 


pressing PTT Key 


» Piense check VOX function is active or VOX lve а оо low: 


зә 


от герен! 


5 безе heck зек fhe rene кризи and CTCSS DCS sting 


are comeet 


Endeavors to achieve the accuracy and completeness of thi 
‘manual, but it is still not perfect for any possible omissions o; 
printing errors. All the above is subject to be updated withou 
prior notice. 


English Version: 2003-V4 


MEMO. 


